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Effect of sliding friction in harmonic oscillators.
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Sliding friction is ubiquitous in nature as are harmonic oscillators. However, when treating harmonic
oscillators the effect of sliding friction is often neglected. Here, we propose a simple analytical model to
include both viscous and sliding friction in common harmonic oscillator equations, allowing to separate these
different types of dissipation. To compare this model with experimental data, a nanometric vibration was
imposed on a quartz tuning fork, while an atomic force microscope tip was used to disturb its motion. We
analyzed tuning fork resonance curves and ‘ring down’ experiments and for each case calculated the amount
of sliding friction and of viscous damping, finding an agreement between the two different experiments and
the model proposed.
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Friction is an ubiquitous force that manifests from macro
to nanoscales and is present almost everywhere in nature,
in a wide variety of applications and extremely different in-
dustries, including automotive manufacturing, winter sports
gear and nanotechnology, where new devices present a very
high surface-to-volume ratio and a strong influence by surface
forces. The study of friction has played an important role in
the scientific community for centuries, from the formulation
of the Amontons-Coulomb laws more than 300 years ago[1],
until the more recent studies of the origin of these forces at
atomic scales. However, despite its universal character, fric-
tion forces still represent a challenge in the quantitative anal-
ysis of many systems. For example, its effect in the motion of
an harmonic oscillators is not trivial. Despite several different
approaches, from numerical ones[2] to heuristic arguments[3],
an analytical simple solution to this problem is still lacking
as demonstrated by the amount of propositions to solve it in
current research[4, 5, 6, 7]. Perhaps more notoriously this
complication arises in the field of tribology.
Since the 1970s tribology has benefited from the inven-
tion of a number of new tools, such as the atomic force
microscope (AFM)[8, 9], or the quartz crystal microbalance
(QCM)[10, 11], that have allowed for an unprecedented ad-
vance in the mechanistic explanation of the different fric-
tion regimes[12, 13, 14, 15, 16, 17, 18]. However, friction
itself is still not completely understood, and a number of
authors have worked to combine the advantages of AFM
and QCM in an effort to generalize nanotribology models
[19, 20, 21, 22, 11]. Despite promising results, these ap-
proaches currently lack the theoretical insight allowing the
analysis of a system in which there is sliding friction indepen-
dent of the sliding speed magnitude, or a more general non-
linear friction law. Some progress has been done addressing
non linear friction forces[23], but the applicability of these re-
sults is often limited to the particular force law considered. In
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general a simple viscous law is assumed, which may or may
not be applicable, depending on the physical system under
analysis.
In this letter we present analytical solutions to the common
harmonic oscillator equations when a sliding friction force
term is added. To demonstrate the validity of these solutions
nanotribology experiments were performed, using an AFM to
disturb the movement of a quartz Tuning Fork (TF), and this
disturbance was compared to our model.
We focus on the effect of friction in oscillators that can
still swing back and forth a few times if released from rest.
Roughly speaking, if Ff is the friction force, Ai the initial
displacement and k, m, γ the oscillator spring constant, mass
and damping coefficient respectively, this work focuses on the
case in which 4Ff < pikAi and the quality factor Q > 2 with
Q ≡
√
km/γ = k/γω0.
We begin by considering steady state motion and we as-
sume the oscillator is moving with periodic, however not sim-
ple harmonic motion due to the presence of sliding friction.
Additionally, we assume the system inverts its velocity at
multiples of its period T . As a consequence, friction is a
square wave with period T , for which the phase can arbitrar-
ily be chosen as φfriction = 0. If the magnitude of the friction
force is Ff then its Fourier series can be written as:
Ff (ω) =
4Ff
npi
sin(nωt), (1)
with n=1,3,5...
where the summation over n is implied. Therefore, in the
case where the oscillator period equals the excitation force
period, the equation of motion will be:
mx¨ = −k(x− x0 cos(ωt− φ0))− γx˙−
4Ff
npi
sin(nωt) (2)
with n=1,3,5...
where x0 is the excitation amplitude and φ0 the excitation
phase, yet to be determined. The steady state solution for
1
the equation above is:
x(t) = R cos(ωt− φ1) +Rn cos(nωt− φn) (3)
with n=3,5,7,...
Replacing this solution in Eq. 2 and solving for the Fourier
components Rn and φn, we find:
Rn =
4Ff/pin√
(k −m(nw)2)2 + γ2(nω)2
(4)
φn = arctan
(
nγω
k −mn2ω2
)
(5)
Before solving for the leading term one must make a note. If
we put φ1 = 0 in Eq. 3, this equation is still a solution of Eq.
2, and indeed it is the solution we will explore later. However,
such situation does not guarantee that the oscillator changes
the signal of the speed in phase with the friction force. One
can differentiate Eq. 3 to find the speed, and impose zero
speed each time the friction force is zero, i.e. when ωt = mpi,
with m integer, leading to:
R sin(φ1) = −nRn sin(φn) (6)
where again summation over n is implied, and:
φ1 = arcsin
(
∞∑
n=3,5
4Ffnγω/Rpi
(k −m(nw)2)2 + γ2(nω)2
)
(7)
Within the limits mentioned before one can show that φ1 ≈ 0.
Assuming this is true, the problem simplifies substantially
(see Fig. 1), the solution for the leading term in Eq. 2 be-
coming:
R =
−4Ffγω +
√
pi2k2x2
0
Z2 − 16F 2f (k −mω2)2
piZ2
(8)
with Z =
√
(k −mω2)2 + γ2ω2. For excitation frequencies
close to the resonance frequency, the oscillator filters out the
higher components (n=3,5,...) of the Fourier series. The exci-
tation frequency appears multiplied by n in the denominator
of Eq. 4, hence, the contribution of the higher terms is neg-
ligible. Consequently, the oscillator amplitude of vibration is
effectively described by Eq. 8. We propose below a simplified
version of this equation.
The oscillator at resonance frequency has a gain G =
R0/x0, which in absence of sliding friction is simply the qual-
ity factor Q. Fig. 1 presents amplitude and velocity calcu-
lated with only the first and with 30 terms of the Fourier
series, in two limiting conditions: starting with an oscillator
with a gain G = 104 (= Q), friction is increased such that
the oscillator gain becomes G = 5 (Fig. 1(a) and (b)) and
G = 1 (Fig. 1(c) and (d)). These cases correspond to fric-
tion forces such that 4Ff ≈ pikx0. Fig. 1 illustrates that
even for overdamping friction forces and very small oscillator
gains G, Eq. 8, which neglects the higher order terms of the
Fourier series, is very effective at describing the system. For
very low vibration amplitudes, R, smaller than the excitation
Figure 1: Oscillator amplitude (a) and velocity (b) versus
time for a system submitted to a friction such that the oscil-
lator gain is G = 5, showing the leading (blue, points) and
the first 30 terms of the Fourier series (orange, continuous);
in (a) the two curves are indistinguishable, in (b) we addi-
tionally plot the friction force (green), rescaled for clarity; (c)
and (d) the same as in (a) and (b) for a higher friction force
such that G = 1 illustrating conditions for which the model
starts loosing accuracy.
amplitude x0, this model looses accuracy because the friction
force is no longer in phase with velocity, φ1 ≈ 0 becoming a
weaker approximation. Additionally, for such extreme cases
one would certainly need to consider also static friction i.e
when the oscillator speed is zero, as it may rest at zero speed
for a time longer than in the harmonic situation. In fact, we
suggest that the effect of static friction in harmonic oscilla-
tors can also be treated using an appropriate Fourier series.
Eq. 8 is generally difficult to fit to experimental data. How-
ever this equation looks like and can be approximated to a
Lorentzian and this fact may be deceiving, for one may erro-
neously conclude all forces involved are linear. Nonetheless
it is useful to express it in terms of a Lorentzian dependence
which is routinely fitted to resonance curves.
From Eq. 8 it follows that at resonance the amplitude R0
is given by:
R0 = Q
(
x0 −
4Ff
pik
)
= xfQf (9)
where xf and Qf are defined as the effective parameters ob-
tained from a Lorentzian fit, Q being the quality factor de-
fined such that it depends on damping but not on sliding
friction. Similarly, for a given amplitude R one can define
an effective damping γf , by adding the leading term of the
sliding friction series to the term containing the damping co-
2
efficient γ in Eq. 2:
γf = γ +
4Ff
piω0R
(10)
The amplitude R must be proportional to x0 and to the
effective quality factor Qf ≡ k/(γfω0); thus putting R =
ax0k/(γfω0), with a a proportionality constant, and solving
for Eqs. 9 and 10 one finds:
γf = γ(1− 4Ff/apikx0)−1 (11)
or equivalently,
Qf = Q(1− 4Ff/apikx0) (12)
and
xf = x0
1− 4Ff/pikx0
1− 4Ff/akpix0
(13)
Consequently, the solution presented in Eq. 8 can be written
in the usual form:
R =
xfω
2
0√
(ω2
0
− ω2)2 +
(
ωω0
Qf
)2 (14)
Finally, comparing Eqs. 14 with 8 yields a ≈ 4/3, allowing
us to calculate xf and Qf .
We turn now to a common situation where the oscillator
is left to stop after released from an initial amplitude, Ai.
From the previous analysis one concludes that the resonance
frequency is not affected by pure sliding friction forces. Ad-
ditionally we know that an harmonic oscillator vibrates at its
resonance if released from rest. Consequently, as before, we
consider the friction force as a square wave with frequency
equal to the resonance frequency ωr. The situation can be
described by the following equation:
mx¨+ γx˙+ kx =
4Ff
pi
sin(ωrt) (15)
where the higher order terms have been neglected for reasons
explained earlier. Eq. 15 must be solved with initial condi-
tions x(0) = Ai. Obviously, this equation only describes the
system until its amplitude is zero, as for instants after that
the equation above makes no sense. The solution resulting
from considering 4Q2 >> 1, is:
x(t) =
[
−4Ff
piγw0
+
(
Ai +
4Ff
piγw0
)
e−γt/2m
]
cos(ωrt) (16)
Unlike the common harmonic oscillator, the amplitude decay
is not just a simple exponential, and an ‘offset’ appears as a
signature of sliding friction. This equation provides a very
simple way to test if the system is subject to sliding friction
since in that case, and unlike when it is not, Log[v(t)] does
not give a straight line.
The same expression can be deduced in a much simpler
way. Considering the system with an initial kinetic energy
1/2 mv2i and at the equilibrium position, after a certain time
the oscillator has gone forth and returned to the initial po-
sition, losing an energy 2FfA due to sliding friction and an
energy (pi/2)γAv due to damping. We can approximate v
such that v(t) = v sin(ωrt) between instant i and f . Thus,
during the time it goes back and forth, the oscillator loses
energy according to:
1
2
m(v2i − v2f ) = 2Ff
v
ωr
+
pi
2
γv2 (17)
Since we are considering a small time interval dt = pi/ωr, one
can approximate vi = v + dv/2 and vf = v − dvm/2. To
calculate the rate at which the system is losing energy one
must divide Eq. 17 by the time dt it takes the system to go
back and forth. Eq. 17 becomes:
−mdv
dt
=
2Ff
pi
+
γv
2
(18)
The solution to this differential equation when solved with
initial conditions v = (Aiwr) is identical to that of Eq. 16.
The method presented here can also be used to calculate the
effect of friction in oscillators for which the damping is pro-
portional to the square of the speed. For that one needs only
to recalculate the energy lost due to damping and replace it
in Eq. 17.
To experimentally verify the validity of this model, an ex-
perimental setup predominant in the study of friction with
oscillators [19, 20, 21, 22] was used. This setup consists of
a nanosized AFM tip that exerts force on an harmonic oscil-
lator, in this case a quartz tunning fork (TF). The symmet-
ric vibration mode of the TF is mechanically excited with a
piezoelectric dither and the TF oscillation is measured while
the AFM tip applies a constant force on one of its prongs.
The system is then defined as a silicon tip sliding on a bare
quartz surface. A sketch of the setup can be seen on the inset
of Fig. 2(a).
The most straightforward way to test the assumption of
a viscous friction force law is to perform ‘ring down’ experi-
ments as described previously. The TF was excited such that
its free amplitude of oscillation at ω0 was close to 25nm. A
controlled normal load (on the order of a few nN) was then
applied by the AFM tip, and the excitation was subsequently
turned off, the amplitude of oscillation being measured until
the oscillator stopped. Fig. 2(a) and (b), present the results
of this experiment for the free oscillator (red curve) and for
two different applied loads (black and blue). In the unper-
turbed oscillator, the decay is exponential, evidenced by the
linear evolution of Log[x˙] with time. This indicates a vis-
cous damping of the TF, as expected. However, for non-zero
applied loads as small as 5 nN, the oscillator yields a differ-
ent ring down decay, as seen by the black and blue curves
in these figures. Experimental data was fitted using Eq. 16,
and the resulting fits are also plotted on the figures (dots).
An excellent agreement between experiment and this model
was found down to very small oscillating speeds, where the
tip may be sticking to the TF and the model is not valid any-
more. Additionally we measured the frequency response of
the oscillator at different applied loads. Fig. 2(c) presents the
results of this experiment, where the excitation frequency was
scanned around ω0 and the amplitude of oscillation recorded,
while controlling the normal load. As evidenced in this figure,
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Figure 2: Driving a quartz tuning fork while applying a
normal load (0-10 nN): (a) and (b) ring down experiments,
where the excitation is turned off and the oscillator speed
decays. Experimental data is presented as solid lines and
fits of Eq. 16 are presented as dots. (c) frequency response
of the oscillator with different applied loads. (d) frequency
response of the oscillator measured around ω0, when driving
it near ω0/3. All experiments were performed using similar
loads. The red curve corresponds to the free oscillator and
the arrow represents increasing load.
all curves can be fitted quite well by a Lorentzian dependence.
From the fits of these curves one can extract xf and γf and
compute Ff and γ from Eqs. 11 and 13. The results of these
fittings from different ring down and resonance curve experi-
ments, at similar loads, can be found in Table 1. The fitting
parameters from either ring down experiments and resonance
curve measurements demonstrate that the two experiments
are compatible and agree well in describing the friction force
the oscillator is experiencing. Furthermore, and perhaps more
importantly, these independent measurements demonstrate
that there is no significant change in the damping coefficient
γ, indicating sliding friction as the main mechanism of energy
loss.
∼Load
(nN)
Ff,rd
(nN)
Ff,res
(nN)
γrd
(µNm−1s)
γres
(µNm−1s)
Free 0 0 22 20
9 15 16 20 18
13 17 16 23 20
Table 1: Fitting parameters extracted from several ring
down and transfer function experiments, with different nor-
mal loads applied to the oscillator. Suffix ‘rd’ represents ‘
from ring down curves’ and ‘res’ represents from ‘resonance
curves’.
In fact, we have performed a number of experiments us-
ing both methods, with different TFs, cantilevers and loads,
and no significant increase of the damping coefficient due to
the interaction was detected. For systems akin to ours, the
effect of a constant friction force cannot be ignored, even in
cases where the oscillator transfer function can be fitted as
a Lorentzian. Accurate quantitative results can only be ob-
tained if one includes sliding friction.
Looking at Eq. 4, it becomes quite tempting to conclude
that the oscillator can be very effectively excited by driving it
at odd subharmonics of the resonance frequency. The oscilla-
tor will work out to filter the terms that do not excite it at its
resonance frequency. Experimentally this works remarkably
well particularly for an excitation frequency of ω0/3. Fig. 2
shows the response of the oscillator around the resonance fre-
quency ω0 but excited at ω0/3 in the absence of friction and
for two different loads. Note that in this case the equations
developed here do not necessarily apply because our initial
hypothesis that the friction frequency was equal to the exci-
tation frequency is not valid. Nonetheless, the fact that the
oscillator can be excited at f = f0/3 provides remarkable
evidence that the oscillator experiences friction as series of
harmonic terms.
In conclusion we have provided a quantitative method to
simultaneously extract the damping and the often forgotten
sliding friction on experiments involving harmonic oscillators.
We have developed two independent analytical methods to
analyze the effect of these dissipation mechanisms on the
movement of an oscillator such as a TF, and compared our
predictions with experiment using an AFM tip and a TF, in
a common experimental configuration often used in nanotri-
bology. This model in conjunction with experimental results
demonstrate that it is not realistic to assume a simple vis-
cous friction law based solely on the fact that the oscillator
response is of the Lorentzian type. Ring down decay exper-
iments exhibit clearly the presence of sliding friction even
when in the same conditions the resonance curve is rather
Lorentzian like. We stress, however, that this model is not
limited to nanoscale friction, but can be applied to even the
most simple experiments performed in a physics class, pro-
viding a simple and analytical answer to a common problem
pervasive in nature, where friction and oscillatory movement
are often present but overlooked.
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